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Features 
Low Voltage Double Output model highly appreciated by architects and designers for indoor / outdoor lighting 
projects, false ceilings, cove lighting , panels and embedded lighting in general 
 
� Thermoplastic case UV resistant 
� Case colour RAL 7035 
� IP 43 (vertical position), IP 40 (horizontal position) 
� striking voltage < 1000V, working voltage <500V 
� Suitable to lit, at same time, 2 lamps of 2 meters each 18/25 mm 

diameter, argon gas filled 
� Complete with 2m non removable input cable 
� complete with cover for protection of connection terminals 
� Complete with fixing bracket with 246 mm base 
� Available also in a very compact and light weight single version 
� Compatible with best dimming systems using “leading edge” or “forwarding phase control” technology. See 

spec sheet of our DIMMERBOX 
� Transformer can be installed remotely up to 40 meters (using silicon cable type B and argon gas filled tubes) 

 
Recommendations 

- Check that the main voltage and frequency of the net correspond to the value on the rating plate, before 
making any connections. Waveform must be sinusoidal. 

- Check that the output current does not exceed the value given on the rating plate, earth all the metallic parts 
and limit the length of the High Voltage cables, keeping them away from metal structure. 

- Do not install the transformers directly in contact with combustible material. 
- Install the equipment with appropriate ventilation which can hold the average temperature, along 24h, below 

40°C. Avoid niches and everything that could limit the circulation of the air;  keep transformers at least 80 
mm apart from each other. 

- Install the transformer sheltered from the atmospheric agents as it is not an independent transformer 
(according with EN 61050). Avoid that accidental infiltration of water could reach the cables terminal board.  

- The LEXTERIOR transformers TWIN have two independent secondary windings (see pictures “C” and 
“D”). LEXTERIOR transformers TWIN do not need Fireman switch or any other protecting devices, as 
they are 2x990 V and thus not required to be compliant to EN 50107 

 

 

 

 

 

DATASHEET 

TYPE VOLTAGE 
 (V) 

CURRENT AT 
230V 50Hz (A) 

POWER  
(W) 

OUPUT CURRENT 
 (mA) 

nominal / short circuit 

DIMENSIONS  / WEIGHT 
 (mm)                 kgs 

TWIN 2x990/50 2x990 0,57 70 50 / 65 246 x 77 x 56 (h)  /    3.5 

TWIN 2x990/100 2x990 1,10 132 100 / 130 246 x 77 x 77 (h)   /   5.3 

TWIN 2x990/200 2x990 2,00 178 180 / 217 284 x 90 x 78 (h)  /    7.0 

 


